A stretchable thermoelectric (TE) generator was developed by using rigid BiTe-based TE elements and a non-stretchable substrate with origami-like folding deformation. Our stretchable TE generator contains flat sections, on which the rigid TE elements are arranged, and folded sections, which produce and guarantee the stretchability of a device. First, a simple stretchable device with a single pair of p-type and n-type BiTe-based TE elements was designed and fabricated. The TE elements were sandwiched between two folded polyimide-copper substrates. The length of the wiring between the flat sections changed from 1.0 mm in the folded state to 1.8 mm in the deployed state. It was also confirmed that the single-pair device could generate power in both the folded and deployed states. After this, a stretchable TE generator with eight pairs of p-type and n-type BiTe-based TE elements connected in series was created. The stretchable TE generator was capable of withstanding a stretching deformation of 20% and could also produce an output voltage in both the folded and deployed states.
Introduction
In this paper, a thermoelectric (TE) generator with bendability and stretchability is proposed in order to allow the TE generator to be attached to a non-flat surface. Conventionally, a TE generator that is used for recycling waste heat is composed of rigid TE elements and a ceramic plate. As a result, these conventional TE generators lack flexible properties, such as bendability and stretchability [1, 2] . Therefore, its use is limited to a flat heat source. However, a flexible TE generator is required as there is frequently a need to attach generators to a heat source with a non-flat surface, such as piping or the human body. Recently, TE generators with bendability [3] [4] [5] [6] [7] [8] [9] [10] [11] [12] and/or stretchability [13] were developed by using a deformable TE element (e.g., a carbon nanotube (CNT)-polystyrene (PS) composite) or a rubber-based stretchable substrate (e.g., polydimethylsiloxane (PDMS)). However, deformable TE conversion materials based on polymer composites unfortunately have inferior TE conversion efficiency compared to the rigid BiTe-based TE conversion materials, while the stretchable substrates using rubber have a narrow usable temperature range of 213-423 K [14] .
Therefore, it is conceivable to realize a stretchable TE generator using a rigid BiTe-based TE conversion material with high TE conversion efficiency and origami-like folding deformation, which consists of a bendable but non-stretchable polymer substrate with a wide usable temperature range. Recently, the kirigami or origami-like structure has been used for stretchable devices [15] [16] [17] [18] [19] . Expansion-contraction deformation of the entire device is possible by connecting the rigid TE elements with foldable metal wiring. This is a feasible solution because expansion and contraction by folding does not require the substrate material to have stretchability. Thus, it is possible to select a material by considering its heat resistance and thermal characteristics. In addition, since folding occurs via local bending deformation, a flexible TE generator that is capable of deformation through expansion and contraction as well as bending can be realized by using a rigid TE element and non-stretchable substrate.
Experimental Section

Fabrication
The shape of the stretchable TE generator, which is proposed in this research, is shown in Figure 1 , which demonstrates that it is capable of folding deformation. A polyimide-copper (Cu) film was used as a bendable but non-stretchable substrate with a wide usable temperature range. It is well known that polyimide has a wide usable temperature range of 4-673 K [20] . The stretchability of our TE generator is realized by connecting the rigid TE elements with the folded wiring parts and by reducing the distance between the TE elements. In this study, p-type and n-type TE elements were alternately arranged and were electrically connected in order to create a π structure.
Micromachines 2018, 9, x FOR PEER REVIEW 2 of 8 folding does not require the substrate material to have stretchability. Thus, it is possible to select a material by considering its heat resistance and thermal characteristics. In addition, since folding occurs via local bending deformation, a flexible TE generator that is capable of deformation through expansion and contraction as well as bending can be realized by using a rigid TE element and non-stretchable substrate.
Experimental Section
Fabrication
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Method
First, we aimed to confirm whether thermoelectricity could be generated using the stretchable substrate in its folded state. A pair of p-type and n-type TE elements were arranged in order to have a π-type structure, before a device in which the TE elements were connected by folded wiring was fabricated. The characteristics of the TE generator using folded wiring were evaluated by using a pair of TE generators. The electric power of the TE generator with respect to the temperature produced by the heat source before and after folding the pair of TE elements was measured. The open-circuit voltage VTEG (V) of the TE generator is a value determined from the temperature difference that the TE generator is subjected to and the Seebeck coefficient of the device. Therefore, the Seebeck coefficient of the device can be obtained from the open-circuit voltage VTEG (V) of the TE generator. Furthermore, the TE generator has an internal resistance RTEG. Connecting the TE generator to the load causes a voltage drop to occur, whereupon the electric power changes according to the current flowing in the circuit. Therefore, the relationship between the voltage and the electric current with respect to the current and the internal resistance can be determined. The electric power that can be taken out of the TE generator was measured by placing a source meter in the load resistance part. First, a temperature difference was applied between the top and bottom surfaces of the TE generator. This was achieved by placing the TE generator on the ceramic heater and warming the bottom surface. A metal block of 20 mm × 21 mm × 30 mm was placed on the top surface to dissipate heat. The output of the TE generator was connected to a source meter (2614B, Keithley, Instruments, Cleveland, OH, USA) and voltage was applied, before the value of the current at that time was measured. The temperature of the ceramic heater was adjusted from 313 K to 393 K in increments of 20 K. The room temperature at the time of measurement was 297.8 K.
It is conceivable that the conditions of contact with the heat source might be different between a single pair and eight pairs of TE generators. Thus, the output voltage of the device with respect to the temperature provided by the heat source to the eight-pair TE generator before and after folding was also measured. A schematic diagram of the measurement setup is shown in Figure 3 . A micro-ceramic 
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It is conceivable that the conditions of contact with the heat source might be different between a single pair and eight pairs of TE generators. Thus, the output voltage of the device with respect to the Micromachines 2018, 9, 315 4 of 8 temperature provided by the heat source to the eight-pair TE generator before and after folding was also measured. A schematic diagram of the measurement setup is shown in Figure 3 . A micro-ceramic heater was used to generate heat by supplying a voltage to the heater (MS-2, Sakaguchi E.H Voc Corp., Tokyo, Japan) using an AC/AC converter (Yamabishidenki Co., Ltd., Tokushima, Japan. bolt slider). The temperature of the micro-ceramic heater was measured by attaching a thermocouple to it. Feedback control using the temperature controller (E5CC-RW0AUM-000, Omuron, Kyoto, Japan) was performed to regulate the heat generation temperature of the micro-ceramic heater. Subsequently, the fabricated TE generator was placed on the micro-ceramic heater, while a cylindrical metal block with a diameter of 65 mm and a height of 28 mm was placed on the device in order to allow the top surface of the device to cool down. A digital multimeter (model 2000, Keithley Instruments, Cleveland, OH, USA) was used to measure the output voltage of the device. The temperature of the micro-ceramic heater was increased from 313 K to 393 K in increments of 20 K, with the output voltage of the device being measured during this period of time. The room temperature at the time of measurement was 297.7 K.
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Result and Discussion
First, the stretchability of the fabricated devices, which are shown in Figure 4 , was evaluated. In the deployed and folded states, the separation between the pair of TE generators was 1.8 mm and 1.0 mm, respectively (Figure 4a,b) . Figure 4c shows the deployed device after mounting eight pairs of TE elements. The total length of the device, excluding the padding, was 15 mm. On the other hand, Figure 4d shows the entire device in the folded state with a total length of 12 mm. This result indicates that a TE generator that is capable of a stretching deformation of 20% with respect to the deployed devices was realized. 
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Conclusions
In this study, we realized a stretchable TE generator with a deformation ratio of 20%. The rigid BiTe-based TE elements are connected with folded wiring. A device consisting of a single pair of TE elements was fabricated and the TE characteristics of this device were evaluated. For the single pair of elements, it was confirmed that electric power is generated because of the difference in temperature between the upper and lower surfaces of the device. After this, a TE generator with a larger area was demonstrated by electrically connecting a pair of devices in series using folded wiring. The measurements showed that the output voltage of the TE generator that is capable of expansion and deformation tends to rise in proportion to the input temperature in the case of both the deployed and folded devices. The Seebeck coefficient of the devices was different between the deployed and folded state. This is because the contact thermal resistance becomes high due to folding deformation. In this research, a stretchable TE generator using a non-stretchable substrate was developed. This means that a stretchable TE generator with few constraints can be fabricated from substrate materials. Therefore, since materials with good thermal conductivity could also be used, it is possible to realize a highly efficient flexible TE generator by using our method.
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